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Reference Projects – Offshore 
 

 

Strand jack systems for replacement of thrusters  
DLT have supplied and operated many strand jack systems for the installation 
and replacement of thruster units weighing up to 50 tonnes on drilling ships and 
floating platforms. Strand jacks provide a compact and cost effective solution for 
handling heavy thruster units and we have also developed a system of modular 
power packs and jacks that can be taken through bulkhead doors into the thruster 
room .  

 

14,000 Tonne Topsides Load Out, Malaysia 
Working with local partner JWS Engineered Transport Sdn Bhd, DLT were 
responsible for the supply and operation of a 2,352 tonne capacity strand jack 
system for load out of the Tallisman Topsides onto the delivery vessel. We used  
4 No. DL-S588 strand jacks, powered by 2 No.  DL-L120/2/300/D diesel powered 
hydraulic power packs.  JWS have since carried out numerous lifting and skidding 
operations using DLT strand jacks. 

 

Sea Drill Pontoon Launch, Singapore 
DLT were sub-contracted to side shift and launch 2 No. 3600 tonne pontoon units 
at the Jurong Shipyard, Singapore, in 2007 for the Sea Drill floating platform No 8. 
The pontoons were supported on inflated air bags for these operations and 
moved using 2 No. DL-S185 strand jacks and 2 No. DL-L30F/1/350/120/E power 
packs for a launching speed of 17m/hour, controlled using the DL-P40 computer 
control system. 

 

FPSO Mooring Pendulum Installation, Singapore 
DLT were responsible for installation of 2 No. 120 tonne mooring pendulums for 
SMOE in Singapore, using strand jacks to achieve a positional alignment of +/- 
0.2mm for installation of 5 tonne pitch pins. 

 

Corocoro FSO Mooring Line Tensioning, Venezuela 
DLT were sub-contracted to assist in the installation of a FPSO mooring line 
system 32Km offshore in the Corocoro Oil Field, Venezuela. DLT designed and 
supplied the strand jack tensioning system to pull pairs of mooring lines toward 
one another to achieve a 700te bedding tension. 

 

Strand Jack Systems for Replacement of Thrusters 
DLT have supplied and operated many strand jack systems for the replacement of 
thruster units on floating platforms. Strand jacks provide a compact and cost 
effective solution for handling heavy thruster units and we have developed a 
system of modular power packs and jacks that can be taken into confined spaces 
and through bulkhead doorways. 
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Dismantling of the Brent Spar Oil Storage Platform 
DLT were responsible for the design of a 2300 tonne lifting capacity lifting gantry 
for handling cut sections of the Brent Spar as it was decommissioned in a 
Norwegian fjord in 1999. The gantry used 4 No. 580 tonne capacity strand jacks 
for lifting and a gripper jack system for longitudinal movement over the 
decommissioning barge. The legs and cross beams of the gantry structure were 
made from a proprietary tower system which were connected and braced using 
purpose designed steelwork. 

 

Load out of FPSO Pontoon, Korea 
DLT were responsible for the design, supply and operation of a strand jack 
system to load out a 14,500 tonne FPSO pontoon onto a delivery ship, for main 
contractor Hyundai. The deck was moved 125m using four 580 tonne capacity 
strand jacks. 

 

Recovery of mooring yoke to release FSO from buoy, 
Mediterranean Sea  
DLT were sub-contracted to provide a strand jacking system to raise a mooring 
yoke to release an FSO vessel from its mooring buoy where it had be located for 
20 years. The original 1000te capacity long stroke ram used to install the yoke 
was unserviceable. DLT engineered a system using 2No DL-S418 strand jacks 
mounted on a T-frame attached to the FSO using the existing long stroke ram 
mounting point. The jacks were powered by a DL-L114/4/D diesel engine 
operated hydraulic power pack.  
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Reference Projects - Buildings & Structures 
 

 

Calvary Church Convention Centre, Malaysia 
DLT were contracted by Victor Buyck (Malaysia) to supply a 4 x DL-S185 strand 
jack system for erection of 2 No 200 tonne mega trusses, and also for design and 
supply of a synchronised jacking system to open and close 2 No 270 tonne ‘angel’ 
wings located on the roof .  The 2 No angel wings are opened to allow fresh air to 
enter the main hall and also serve as an architectural feature.  Each wing is 
supported by 8 No hydraulic rams with strokes of up to 3.8m and all rams are 
monitored and controlled centrally using a specially developed control system. 

 

HAECO Hangar 3A Roof Lift, Hong Kong 
DLT were sub-contractors to China State – Leighton JV for the lifting of the 3,520 
tonne pre-assembled steel roof.  The roof was lifted 30m using 8 No. DL-S418 
strand jacks mounted on 4 No. 40m high DL-TS3000 free standing towers and 6 
No. DL-S185 strand jacks mounted on the permanent concrete columns. 

 

Ventian Theatre Roof Erection, Macau 
DLT were sub-contractors for the erection of the 940 tonne steel roof structure for 
the new two thousand seat theatre as part of ‘The Venetian’ Development in 
Macau. Our scope included erection engineering, equipment rental and site 
operation. The roof trusses were assembled on site at ground level and then lifted 
into position using a climbing jack system. The roof trusses were erected in three 
separate lifts, each weighing up to 400 tonne. 

 

Heathrow Airport, New Terminal 5, UK 
DLT were responsible for the detailed erection engineering for the 18,500 tonne 
steel roof structure of the new main core terminal building, and for a 1100 tonne air 
traffic control tower. Both were fabricated off-site and erected on-site using strand 
jack lifting systems. The roof box girders, purlins and cladding to the core terminal 
building roof was erected in 6 No. 2,000 tonne lifts. The control tower was          
pre-assembled off-site into seven fully complete modules and then assembled    
on-site using a unique vertical jacking technique. 

 

New Wembley National Stadium, UK 
DLT were responsible for the detailed erection engineering for the 26,000 tonnes of 
structural steel, including stands, cable suspended roof and main arch structures. 
The 1,490 tonne main arch was assembled flat and rolled up into position using 
strand jacks. We were responsible for engineering and supervising this operation.   

 

Hong Kong Convention & Exhibition Centre. 
DLT were responsible for erection engineering, heavy lifting equipment supply and 
operation for the erection of an 8000 tonne prefabricated roof structure and a 5,500 
tonne link bridge. The roof structure was fabricated and assembled in the 
Philippines into modules weighing up to 460 tonnes each, which were then shipped 
to the site for lifting and skidding into final position. The link bridge was erected 
piece small by a stiff leg derrick mounted on a purpose made skid track. 
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HAECO Hangar 1 Roof Lift, Hong Kong 
DLT were responsible for the design, supply and operation of a strand jack lifting 
system together with associated erection engineering to lift 2 No. pre-assembled 
roof sections, each weighing over 1000 tonnes. Each section of roof was lifted with 
9 No. DL-S185 strand jacks. Temporary works for the lift comprised 3 No. 300 
tonne capacity jacking towers, plan bracing to stabilise the roof and a guide track 
against the concrete core structure. 

 

HQ1 Building, London 
DLT were responsible for detailed connection design and erection engineering of 
the 6,600 tonnes of steel frame to this sixteen storey office block. This included 
heavy lifting of a 650 tonne module which was built on a lower floor and then raised 
30m to the sixteenth floor. DLT were also responsible for supply and operation of 
the strand jack system to carry out this lift, using 4 No. DL-S185 strand jacks. 

 

Virgin Atlantic Airways Hangar Roof Lift, London 
DLT were responsible for the detailed erection engineering for the lifting by strand 
jacks of an 800 tonne roof truss for this aircraft maintenance hangar at Heathrow 
Airport. The roof structure was assembled at ground level and then lifted using 
strand jacks mounted on the top of the permanent columns, which were stabilised 
by rented proprietary towers that were anchored down to the permanent 
foundations. 
 

 

Link Bridges, Hong Kong 
DLT were responsible for the design, supply and operation of a strand jack heavy 
lifting and horizontal skidding system for the erection of two 1100 tonne pre-
assembled link bridges in Hong Kong for main contractor, Gammon-Skanska. 

  

Canary Wharf Tower, London  
DLT were responsible for the detailed connection design and erection engineering 
of the 25,700 tonne steelwork frame for this fifty storey tower block. 
 
 
HSBC Bank, London 
DLT were responsible for the detailed connection design and erection engineering 
of the 12,000 tonne steelwork frame for this forty three storey tower block. 

  

Bank of America Building, London 
DLT were responsible for the detailed connection design and erection engineering 
of the 6,400 tonne steelwork frame for this sixteen storey office block. 
 
Clifford Chance Building, London  
DLT were responsible for the detailed connection design and erection engineering 
of the 12,300 tonne steelwork frame for this thirty four storey tower block. 

 

Cairns Convention Centre Phase II, Australia. 
The roof to this convention centre is constructed from a complex series of curved 
‘V’ shaped steel trusses that work with a plan tie system in the finished state to 
provide a rigid and stable structure. To reduce the roof erection cost and 
programme, the roof was assembled in fully clad panels adjacent to the site and 
erected onto temporary supports within the building. We were responsible for the 
detailed erection engineering of the roof, including all temporary supports and 
stability bracing, which was required to withstand cyclone wind loads at any 
erection stage. 
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Reference Projects - Refinery Construction 
 

 

MYQ5000 jacking tower system for refinery construction 
In 2014 DLT designed and supplied a 5,000 tonne lifting capacity jacking tower 
system to China National Petroleum (CNPCC) for use in the erection of heavy 
petrochemical vessels. The MYQ5000 jacking tower system is able to self-erect 
and self-dismantle, and is also able to move with the vessel after lifting. The 
MYQ5000 was successfully function tested to 110% capacity (5,500 tonnes) 
static load tested to 125% capacity (6,250 tonnes) in December 2014. It features 
a design to erect 5,000 tonne petrochemical vessels up to 160m high. Vessels 
can be moved longitudinally, horizontally and can be rotated after lifting. 4 No 
DL-S1394 strand jacks (1394 tonnes capacity per jack) are used for lifting, 4 No 
DL-CP400 pinned climbing jacks (400 tonnes capacity per jack) are used for 
longitudinal and transverse movements. Central monitoring and synchronised 
control of all jacking systems using a customized and wireless version of our 
proven DL-P40 computer control system. High accuracy GPS stations located at 
the top of each tower for monitoring tower verticality. The GPS data is integrated 
into the DL-P40 computer control system. 

   
  

 

DL-TS3600 jacking tower system for the erection of 
petrochemical vessels 
The DL-TS3600 is a new jacking tower system designed and supplied by 
Dorman Long Technology to Sinopec Tenth Construction Company in China. 
The tower system has a gross lifting capacity of 3600 tonnes in two tower 
configuration and 7200 tonnes in four tower configuration. DL-CP600 pinned 
climbing jacks (600 tonnes capacity per jack) are used, each tower can be fitted 
with two or three of these jacks. Vessel can moved longitudinally & transversally 
and can be rotated 360 degrees with an optional swivel after lifting. Self erection 
and dismantle option. Uses our proven DL-P40 computer control system. 
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DL-TS3000 Jacking Tower System 
The DL-TS3000 jacking tower system can lift vessels up to 3000 tones and 150m 
high.  It is able to self-erect and dismantle and with the optional DL-TF1500 is 
able to operate without a tailing crane. It can operate unguyed up to 70m high in 
storm winds of up to 40 m/sec. All components are transported in standard 
shipping containers for economic relocation between sites.  The DL-TS3000 
jacking tower system is currently operated by Sarens 

 

Formosa Plastics Plant, Taiwan 
DLT were responsible for the design, supply and operation of a 100m high 
modular jacking tower system for the erection of thirty six petrochemical vessels 
ranging from 1120 tonne at 30m high through to 1450 tonne at 115m high.   

 
    

 

2500 Tonne Strand Jack Tower System, China 
DLT were responsible for the conceptual and detailed design of this 2500 tonne 
lifting capacity modular strand jack tower system, specifically designed for the 
Chinese refinery construction market. The tower system is owned and operated 
by the No. 4 Construction Company of SINOPEC and has many new features 
including self-erection and luffing under full load.   
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Reference Projects – Power and Industrial 
 

 

DL-GA540 Generator installation gantry, India  
DLT supplied a 540 tonne capacity modular gantry for installation of 
generators to Lift and Shift India. The gantry is modular to accommodate the 
geometry of each site and incorporates folding strand jacks to allow the 
generator and strand jack carriage to move together into the turbine hall 
without the need to remove a section of the overhead crane rail to provide 
extra headroom. The gantry is able to lift, rotate and move the generator into 
final position and incorporates both transverse and longitudinal movement 
systems to allow the generator to be set accurately onto its foundations.  

 

BHEL 370 tonne capacity strand jack system, India 
DLT supplied a 370 tonne capacity strand jack lifting system to BHEL 
Western Division and Northern divisions in India for use in the construction 
of power stations. The system comprises 2 No DL-S185 strand jacks 
powered by 2 No electrically powered hydraulic power packs for a lifting 
speed of 20 m/hr and controlled using our DL-M2 pendant control 
system. The steam drum is delivered and positioned at ground level directly 
under final position and then lifted vertically to final height and then 
transferred from the strand jacks to permanent hangers. BHEL Western 
division has erected around 10 steam drums using this equipment. 

 

3 No 324 tonnes Chimney flue cane lifting systems to 
Gammon India 
DLT supplied 3 No 3 x 108 tonne capacity strand jack lifting systems to 
Gammon India Limited. Gammon has used these systems throughout India 
for the erection of flue cane segments in RCC Chimney. The system of 3 No 
DL-S108 strand jacks is powered by 1 No DL-L15/4/300/E electrically 
powered hydraulic power pack and uses DL-P40 computer control system 
for monitoring, accurate synchronisation and control. The flue cane 
segments are erected in parts weighing up to 300 tonnes. The segment is 
delivered and positioned directly under final position at ground level though a 
wheeled trolley over rails, then lifted vertically with strand jacks and then 
transferred from the strand jacks to the permanent beams. The strand jacks 
are then lowered to lift another segment till the complete erection of the flue 
cane segments is completed up to a height of around 275m. 

 

Steam Drum & generator Installations, USA & India  
DLT have provided engineering, strand jack systems and site supervision to 
clients in India and the USA for lifting and installation of a number of steam 
drums and generators weighing up to 380 te and lifted up to 70m.. 
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Blast Furnace Re-Lining, Taiwan  
DLT were sub-contractors for installation of a new 40.75m high 3115 tonne 
furnace line in Taiwan. Our scope included full engineering of all temporary 
works required together with supply of jacking equipment and site labour to 
carry out the work. The blast furnace was delivered to the site in eight 
segments, weighing up to 477 tonnes each, which were lifted and skidded 
into the furnace house before being jacked vertically and aligned for welding. 
These operations were carried out using a mix of strand jacks and climbing 
jacks.   

 

Steam generator replacement, USA 
In November 2010 Rigging International used 2 No DL-S418 strand jacks to 
replace a steam generator in the SONGS nuclear power plant in California. 
The lifting system comprised 2 No DL-S418 strand jacks powered by 1 No 
DL-L60/4/300/D diesel powered hydraulic power pack for a lifting speed of 
14 m/hr and controlled using our DL-P40 computer control system. The 
operation took place adjacent to a live nuclear reactor in an environment with 
very high electrical magnetic interference. Our DL-P40 computer control 
system was approved for use in this environment following a successful 24 
hour continuous running test on the site.. 

 

Pinalito Hydroelectric Plant, Dominican Republic 
DLT were employed by Odebrecht to supply equipment and site supervision 
to install a water distribution pipe which was required to pass over one of 
Dominican's many mountains. DLT's equipment and supervisors assisted in 
the installation of the pipe, pulling a total of seventy eight sections, from ten 
different locations using DLT strand jacks. The maximum pull was 132 
tonnes, and the longest pull 157m. 
 

 

Lal-Pir Power Station, Pakistan 
DLT were responsible for the design, supply and operation of a system to lift, 
skid, rotate and lower into final position of a 350 tonne generator.  The 
generator was delivered outside the building and was lifted off the 
transporter using 4 No. DL-S105 strand jacks mounted on a purpose made 
transportation frame, which sat on a skid track running into the building.  
Once in the building the generator was rotated 90 degrees on a purpose 
made turntable and skidded a further 10m before being lowered into final 
position. 
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Contacts 
UK Head Office: 
The Charles Parker Building, Midland Road 
Higham Ferrers, Northamptonshire, NN10 8DN, United Kingdom 
Tel. +44 (0)1933 319133, Fax. +44 (0)1933 319135 
Contact: David Dyer.  david.dyer@dormanlong.com  
 
UK Northern Office: 
Whessoe Technology Centre 
Morton Palms, Darlington 
Co Durham, DL1 4WB, United Kingdom 
Tel. +44 (0)1325 390010, Fax. +44 (0)1325 390054 
Contact: Chris Wilkinson.  chris.wilkinson@dormanlong.com  
 
China Office: 
Dorman Long Engineering Technology Consultant (Shanghai) Co. Ltd 
19D, Ju Jia Building, 1336 Huashan Road 
Changning District, Shanghai 200052 
Tel. +86 (0) 21 31756400, Fax: +86 (0) 21 62110523 
Contact: Hongyi Tao. hongyi.tao@dormanlong.com 
 
India Office: 
Dorman Long Technology India Pvt. Ltd. 
208, Tower A, Spazedge Commercial Complex 
Sector - 47, Sohna Road, Gurgaon (Nr New Delhi) 
Pin-122018, Haryana, India. 
Tel. +91 (0) 124 4270791 
Contact: Amanpreet Singh Lamba. aman.lamba@dormanlong.com 
 
 

 

mailto:aman.lamba@dormanlong.com�

